Village of Pittsford

Date Received:

Staff Initial:

Public Right of Way Construction (PROWC) Permit

PERMIT # EXP-

An PROWC Permit is necessary for any construction in the Village of Pittsford owned right of way.
Construction includes but is not limited to, utility cuts (water, sewer, gas, electric, cable, fiber optics) and
test holes. Only a properly licensed contractor may construct in public right of way.

Applications will be deemed acceptable or in-complete following a five (5) day review period. All materials and fees

will need to be submitted with application in order to initiate the review process.

Date Anticipated Start Date

Applicant/Contractor.

Anticipated End Date

Contractor Address.
City State Zip
Contact Name Contact Phone Number

List of Sub Contractor(s)

Location of Construction (address)

Description of Construction

Square feet (SF) of disturbance:

Paved Surface: Yes No
Utilities will be potholed before construction. Yes No *If Yes, please list
utilities:

[ Traffic Plan attached to Application. (If required)

Fees : 1. Administrative Fee: $100.00 per single event/ or
2. Yearly/12 month Fee: $500.00

Total:




This permit becomes null and void if work or construction authorized is not commenced within 180 days, or if construction work is suspended
or abandoned for a period of 180 days at any time after work is commenced. | hereby certify that | have read and examined this application and
know the same to be true and correct. All provisions of laws and ordinances governing this type of work will be complied with whether specified
herein or not. The granting of this permit does not presume to give authority to violate or cancel the provisions of any state of local law regulating
construction or the performance of construction. | agree to adhere to the criteria attached to this permit.

Applicant Signature Date
Superintendent of the Village Department of Public works Date of Issue
Village Building Inspector Date of Issue

This permit granted subject to the following conditions:

1.) The work authorized by this permit shall be performed in a manner satisfactory to the Village of Pittsford
superintendent of the Department of Public works (DPW), the Village of Pittsford Engineer, and the Village
Building Inspector.

2.) The applicant is to keep in good repair all pipes, hydrants or appurtenances which may be placed within the
bounds of the right of way under the terms of this permit and is to save the Village harmless from all
damages which may accrue by reason of their location in the right of way, and upon notice by the Village
DPW Superintendent agrees to make any repairs required for the protection and preservation of the right of
way; and further agrees that upon failure of the applicant to make such repairs that such repairs may be made
by the DPW Superintendent at the expense of the applicant.

Insurance Coverage
To comply with this requirement, an applicant must furnish the Village with the following:

1.) A completed Certificate of Insurance evidencing the required types and limits (1,000,000/5,000,000) of
insurance coverage, with the Village of Pittsford named as an additional insured on the commercial general
liability policy. An industry standard Accord 25 form with an Accord 855 Addendum is acceptable
evidence of the required coverage. Certificate holder should be indicated as The Village of Pittsford, with the
address of the issuing office.

2.) Permittee is required to have compensation insurance and disability coverage as noted in the Worker’s
Compensation Law and Acts amendatory thereof for the entire period of the permit, or the permit will be
invalid. Applicant must provide proof of coverage ( Form C105.2, U-26.3 or SI-12 for Worker’s
compensation, and DB-120.1 or DB-155 for Disability Benefits), or provide proof of exemption from this
requirement (Form CE-200).



TYPICAL ASPHALT ROAD SECTION

Subbage Coursé |

Subbase course:
#2 CR to be installed in compacted 6” lifts
Base Course:
3” of 12.7mm asphalt binder to be paved in 2”- 4” lifts
Surface Course:

- 2”9.5mm top asphalt to be installed in 1.5” - 2" lifts
Sidewalks if affected will be repoured and not
repaired with sections that are cut out, the new
pour will have compacted sub-base and be pinned in

two places on each side to the existing using rebar




